
Please read all instructions before using.

The Router-Ease Guide works with a
Measured Gauge Block with three tiers.
The length of the Measured Gauge Block
tier equals the distance from the outside
diameter of your new sub base to the
cutting bit in your router. It is designed
to be used with either a 1/4, 3/8, or 1/2
inch straight router bit.

The cut position is
determined by matching up
the router bit to the Gauge
Block length.

Measured
Gauge Block

Instructions for Use

Illustrations NOT drawn to scale.

Tools & Materials
Needed

Sheet of 3/4” thick
plywood for a workstation
base, cut to 26” x 48”

5/8” thick router sub-base

Clamps

Router
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1/4 inch bit

3/8 inch bit

1/2 inch bit

Router
bit size

1/2
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1/4

Router
Sub-base

Parts of the Router-Ease Guide

Track

Stop Arm

Handle
Guide Blocks

End
Cap
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Guide
Arm

CONFIGURATION APPLICATION TOOL SET UP
FINISHED CUT

= cut away

2 Guide Ams

1 Stop Arm

2 Guide Ams

1 Stop Arm

2 Guide Ams

2 Stop Arms

2 Guide Ams

1 Stop Arm

2 Guide Ams

2 Stop Arms

2 Guide Ams

1 Stop Arm

Rabbet joint

Dado joint

Blind dado joint

Corner lap joint

Hinge butt joint

Mortise cut joint



Using the Router-Ease Guide SystemSetting up your work area

Measured Gauge Block Applications

Plywood workstation 3/4” x 26” x 48” Clamps

Workbench

Book case side

Place scrap wood along both
sides of piece to be cut.
These 2 pieces help hold the
piece to be cut securely and
prevent tear-out when
routing through the edge of
the piece.

Use clamps to
securely attach a
Plywood
workstation to
your workbench
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2

Cross routing
operation

Clamps

Cross cut dado joint
made using router

3

Position the
piece to be cut
toward the
middle of the
Router-Ease
Guide

Cross cut operation.

Tool Set-up — work the tool
from left to right.

1 Left
cutting
line

Right
cutting
line

Position the
Measured Gauge
Block on the left
cutting line

3

Position the
Measured Gauge
Block on the right
cutting line.

54

2
Position Left Guide
Arm against the
Measured Gauge
Block and lock in
place.

Attach a Stop
Arm and Side
Blocks to hold
the far end of
your two
Guide Arms
together.

Position the
Right Guide
Arm against
the Measured
Gauge Block
and lock in
place.

Use the
Measured
Gauge
Block to
square up
Stop Arms

3/4”
dado cut

cutting line
Mortise cut


